








(Material Type) (Color) Building Floor # Location
Wire Insulation Black H 2 East Room 1A HW-1 1 None Detected NonFriable
Wire Insulation Black H 2 East Room 1A HW-2 1 None Detected NonFriable

Floor Felt Black H 2 Main Room 2A HF-1 1 None Detected NonFriable
Floor Felt Black H 2 Main Room 2A HF-2 1 None Detected NonFriable

Duct Insulation Black H Side Entry 3A HDI-1 1 None Detected Friable
Inside Metal Duct (Black) Black H Duct Laying in Back 3A HDI-2 1 None Detected Friable
Inside Metal Duct (Black) Black H Duct Laying in Back 3A HDI-3 1 None Detected Friable

Duct Vibration Gasket Tan, Beige H 2 Duct by Stairwell 4A HVG-1 1 None Detected NonFriable
Duct Vibration Gasket Tan, Beige H 2 Duct by Stairwell 4A HVG-2 1 None Detected NonFriable

Carpet Mastic Yellow, 
Tan H 2 Entry, Front 5A HCM-1 1 None Detected NonFriable

Carpet Mastic Yellow, 
Tan H 2 Entry, Front 5A HCM-2 1 None Detected NonFriable

Stairwell Tread Brown H Stairwell from 1st to 2nd 
Floor 6A HSTM-1 1 Chrysotile NonFriable

Stairwell Tread Brown H Stairwell from 1st to 2nd 
Floor 6A HSTM-2 1 Sample Not Analyzed NonFriable

Floor Tile Black H 2 Back Room, Right Side 9A HBRNFT-1 1 Chrysotile NonFriable
Mastic Black H 2 Back Room, Right Side 9A HBRNFT-1 1 None Detected NonFriable

Felt Paper Brown H 2 Back Room, Right Side 9A HBRNFT-1 2 None Detected NonFriable
Floor Tile Black H 2 Back Room, Right Side 9A HBRNFT-2 1 Sample Not Analyzed NonFriable

Mastic Black H 2 Back Room, Right Side 9A HBRNFT-2 1 None Detected NonFriable
Felt Paper Brown H 2 Back Room, Right Side 9A HBRNFT-2 2 None Detected NonFriable
Flooring Brown H 2 Back Room, Right Side 9A HBRNFT-2 1 None Detected NonFriable

Puck Mastic Under Wall Tile Tan H 2 Guard Office 10A HPM-1 1 None Detected NonFriable
Puck Mastic Under Wall Tile Tan H 2 Guard Office 10A HPM-2 1 None Detected NonFriable

Ceiling Tile, Hole Pattern Tan H 2 Room Closest to Entry 11A HCT-1 1 None Detected Friable
Ceiling Tile, Hole Pattern Tan H 2 Room Closest to Entry 11A HCT-2 1 None Detected Friable

Cove Base Gray H 1 Front 12A HCB-1 1 None Detected NonFriable
Mastic Beige H 1 Front 12A HCB-1 1 None Detected NonFriable

Cove Base Gray H 1 Room by Men's 12A HCB-2 1 None Detected NonFriable
Mastic Beige H 1 Room by Men's 12A HCB-2 1 None Detected NonFriable

Insulation OffWhite H Women's Restroom 13A HI-1 1 Chrysotile Friable
Insulation OffWhite H Boiler Room 13A HI-2 1 Sample Not Analyzed Friable
Insulation OffWhite H Hallway 13A HI-3 1 Sample Not Analyzed Friable
Floor Tile Gray K 3 Room by Lab 14A 3KFT-1 1 None Detected NonFriable

Mastic Tan K 3 Room by Lab 14A 3KFT-1 1 None Detected NonFriable
Floor Tile Gray K 3 Room by Lab 14A 3KFT-2 1 None Detected NonFriable

Mastic Tan K 3 Room by Lab 14A 3KFT-2 1 None Detected NonFriable
Floor Tile Brown K Basement Near Garage Door Entry 15A KBFT-1 1 None Detected NonFriable

Mastic Clear K Basement Near Garage Door Entry 15A KBFT-1 1 None Detected NonFriable
Floor Tile Beige K Basement Near Garage Door Entry 15A KBFT-1 1 None Detected NonFriable

TABLE I  
BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY
2511 HIGHLAND AVENUE, CINCINNATI, HAMILTON COUNTY, OHIO

SAMPLE
LOCATION

HOMOGENEOUS
AREA #

SAMPLE
ID LAYER ASBESTOS

CONTENT
FRIABLE/

NONFRIABLE

SAMPLE
DESCRIPTION
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(Material Type) (Color) Building Floor # Location

TABLE I  
BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY
2511 HIGHLAND AVENUE, CINCINNATI, HAMILTON COUNTY, OHIO

SAMPLE
LOCATION

HOMOGENEOUS
AREA #

SAMPLE
ID LAYER ASBESTOS

CONTENT
FRIABLE/

NONFRIABLE

SAMPLE
DESCRIPTION

Mastic Black K Basement Near Garage Door Entry 15A KBFT-1 1 None Detected NonFriable
Floor Tile Brown K Basement Near Garage Door Entry 15A KBFT-2 1 None Detected NonFriable

Mastic Clear K Basement Near Garage Door Entry 15A KBFT-2 1 None Detected NonFriable
Floor Tile Beige K Basement Near Garage Door Entry 15A KBFT-2 1 None Detected NonFriable

Mastic Black K Basement Near Garage Door Entry 15A KBFT-2 1 None Detected NonFriable
Ceiling Tile White K Basement Near Garage Door Entry 16A KCT-1 1 None Detected Friable
Ceiling Tile White K Basement Near Garage Door Entry 16A KCT-2 1 None Detected Friable

Window Glazing Gray, 
Brown A&B Window by Dock 17A AWG-1 1 None Detected Friable

Window Glazing Gray, 
Brown A&B Window in B 17A AWG-2 1 None Detected Friable

Transite Gray A&B Stack in B 18A AT-1 1 Chrysotile
Crocidolite NonFriable

Transite Gray A&B Stack In A 18A AT-2 1 Sample Not Analyzed NonFriable

Drywall White, 
Beige B Office 19A BD-1 1 None Detected Friable

Drywall White B Office 19A BD-2 1 None Detected Friable
Joint Compound OffWhite B Office 19A BD-2 2 None Detected Friable

Cove Base Black B Office 20A BCB-1 1 None Detected NonFriable
Mastic Tan B Office 20A BCB-1 1 None Detected NonFriable

Cove Base Black B Office 20A BCB-2 1 None Detected NonFriable
Mastic Tan B Office 20A BCB-2 1 None Detected NonFriable

Floor Tile OffWhite B Office 21A BFT-1 1 None Detected NonFriable
Mastic Black B Office 21A BFT-1 1 None Detected NonFriable

Floor Tile OffWhite B Office 21A BFT-2 1 None Detected NonFriable
Mastic Black B Office 21A BFT-2 1 None Detected NonFriable

Elevator/Rope Gasket Black/Tan C Roof Elevator on Roof of C 22A EG-1 1 None Detected NonFriable
Elevator/Rope Gasket Black/Tan C Roof Elevator on Roof of C 22A EG-2 1 None Detected NonFriable

Duct Insulation White K 1 Electric Room 23A KED-1 1 Chrysotile Friable
Duct Insulation White K 2 Electric Room 23A KED-2 1 Sample Not Analyzed Friable
Duct Insulation White K 3 Electric Room 23A KED-3 1 Sample Not Analyzed Friable

Duct Insulation White G Outside of Bldg G by 
Connector 24A ODI-1 1 Chrysotile Friable

Duct Insulation White G Outside of Bldg G by 
Connector 24A ODI-2 1 Sample Not Analyzed Friable

Duct Insulation White G Outside of Bldg G by 
Connector 24A ODI-3 1 Sample Not Analyzed Friable

Window Glazing Red C Roof Window on Roof 25A CAG-1 1 None Detected Friable
Window Glazing Red C Roof Window on Roof 25A CAG-2 1 None Detected Friable

Floor Material Gray C Basement Near Stairs 26A CFM-1 1 None Detected NonFriable
Floor Material Gray C Basement Near Stairs 26A CFM-2 1 None Detected NonFriable
Roof Material Black B Roof Center 28A BR-1 1 Chrysotile NonFriable
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(Material Type) (Color) Building Floor # Location

TABLE I  
BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY
2511 HIGHLAND AVENUE, CINCINNATI, HAMILTON COUNTY, OHIO

SAMPLE
LOCATION

HOMOGENEOUS
AREA #

SAMPLE
ID LAYER ASBESTOS

CONTENT
FRIABLE/

NONFRIABLE

SAMPLE
DESCRIPTION

Roof Material Black B Roof South East 28A BR-2 1 Sample Not Analyzed NonFriable
Roof Material Black C Roof Center 29A CR-1 1 None Detected NonFriable
Roof Material Black C Roof Center 29A CR-1 2 Chrysotile NonFriable
Roof Material Black C Roof End 29A CR-2 1 Sample Not Analyzed NonFriable
Roof Material Black D Roof Center 30A DR-1 1 None Detected NonFriable
Roof Material Black D Roof East End 30A DR-2 1 None Detected NonFriable
Roof Material Black E Roof Near Wall 31A ER-1 1 None Detected NonFriable
Roof Material Black E Roof Near Wall 31A ER-1 2 Chrysotile NonFriable
Roof Material Black E Roof Center 31A ER-2 1 Sample Not Analyzed NonFriable
Roof Material Black F Roof Center 32A FR-1 1 None Detected NonFriable
Roof Material Black F Roof Near Wall 32A FR-2 1 None Detected NonFriable
Roof Material Black G Roof Near Bldg F Wall 33A GR-1 1 None Detected NonFriable
Roof Material Black G Roof Near Bldg F Wall 33A GR-1 2 Chrysotile NonFriable
Roof Material Black G Roof center 33A GR-2 1 Sample Not Analyzed NonFriable
Roof Material Silver I Roof West Side 34A IR-1 1 None Detected NonFriable
Roof Material Black I Roof West Side 34A IR-1 2 None Detected NonFriable
Roof Material Silver I Roof East Side 34A IR-2 1 None Detected NonFriable
Roof Material Black I Roof East Side 34A IR-2 2 None Detected NonFriable
Wall Material Black C Roof East Wall 35A CRA-1 1 None Detected NonFriable
Wall Material Black C Roof West Wall 35A CRA-2 1 None Detected NonFriable
Roof Material Black D Roof North Side 36A DR1A 1 None Detected NonFriable
Roof Material Black D Roof South Side 36A DR2A 1 None Detected NonFriable

Roof Flashing Material Gray D Outside Bldg Roof Flash 37A DRF-1A 1 Chrysotile NonFriable
Roof Flashing Material Black D Outside Bldg Roof Flash 37A DRF-1A 2 None Detected NonFriable
Roof Flashing Material Gray D Outside Bldg Roof Flash 37A DRF-2A 1 Sample Not Analyzed NonFriable

Roof Shingles Gray E Outbuilding on Bldg E 38A ER-1A 1 Chrysotile NonFriable
Roof Shingles Black E Outbuilding on Bldg E 38A ER-1A 2 None Detected NonFriable
Roof Shingles Gray E Outbuilding on Bldg E 38A ER-2A 1 Sample Not Analyzed NonFriable
Roof Material Black K Center 39A KR-1 1 None Detected NonFriable
Roof Material Black K Near Storage Room 39A KR-2 1 None Detected NonFriable
Roof Material Black K Roof Small Roof Near Stack 39A KR-3 1 None Detected NonFriable
Roof Material Black K Roof Small Roof Near Stack 39A KR-4 1 None Detected NonFriable

Roof Flashing Material Silver K Roof Flashing on Roof 40A KRF-1 1 Chrysotile NonFriable
Roof Flashing Material Black K Roof Flashing on Roof 40A KRF-1 2 None Detected NonFriable
Roof Flashing Material Silver K Roof Flashing on Roof 40A KRF-2 1 Sample Not Analyzed NonFriable

Roof Material Black K Connecting Roof b/w 
Bldgs 41A KRA-1 1 None Detected NonFriable

Roof Material Black K Connecting Roof b/w 
Bldgs 41A KRA-1 2 Chrysotile NonFriable

Roof Material Black K Connecting Roof b/w 
Bldgs 41A KRA-2 1 None Detected NonFriable
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(Material Type) (Color) Building Floor # Location

TABLE I  
BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY
2511 HIGHLAND AVENUE, CINCINNATI, HAMILTON COUNTY, OHIO

SAMPLE
LOCATION

HOMOGENEOUS
AREA #

SAMPLE
ID LAYER ASBESTOS

CONTENT
FRIABLE/

NONFRIABLE

SAMPLE
DESCRIPTION

Roof Flashing Material OffWhite, 
Black K Roof Roof Connector 42A KRF-A1 1 None Detected NonFriable

Roof Flashing Material OffWhite, 
Black K Roof Roof Connector 42A KFR-A2 1 None Detected NonFriable

Insulation Jacket Beige, Tan E Near Cat Walk 43A EI-1 1 Chrysotile Friable
Insulation Jacket Beige, Tan E Near Cat Walk 43A EI-2 1 Sample Not Analyzed Friable
Insulation Jacket Beige, Tan E Near Cat Walk 43A EI-3 1 Sample Not Analyzed Friable

Drywall OffWhite H 2 Room Back Side Facing 
Bldg K 7A HD-1 1 None Detected Friable 

Joint Compound Beige, Tan H 2 Room Back Side Facing 
Bldg K 7A HD-1 2 Chrysotile Friable 

Drywall OffWhite H 2 Room Back Side Facing 
Bldg K 7A HD-2 1 Sample Not Analyzed Friable

Drywall OffWhite H 1 Front Left Side of Room 7A HD-3 1 Sample Not Analyzed Friable
Drywall OffWhite H 1 Front Left Side of Room 7A HD-4 1 Sample Not Analyzed Friable

Roof Material Black A Roof Near East Wall 27A AR-1 1 None Detected NonFriable
Roof Material Black A Roof Near South East 27A AR-2 1 None Detected NonFriable
Pipe Elbow OffWhite H Basement Area Hallway 44A HE-1 1 Chrysotile Friable

See Attachment 4 for Building Locations
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(Material Type) (Color) Building Floor # Location

Stairwell Tread Brown H Stairwell from 1st 
to 2nd Floor 6A HSTM-1 & HSTM-2 2 Chrysotile NonFriable CAT I 30 SF

Floor Tile Black H 2 Back Room, 
Right Side 9A HBRNFT-1 & 

HBRNFT-2 3 Chrysotile NonFriable CAT I 150 SF

Insulation OffWhite H
Women's 

Restroom, Boiler 
Room, Hallway

13A HI-1 through HI-3 65 Chrysotile Friable RACM 260 LF

Transite Gray A&B Stacks in A & B 18A AT-1 & AT-2 10
5

Chrysotile
Crocidolite NonFriable CAT I 4 Stacks

(2' Stacks)
Duct Insulation White K 1, 2, 3 Electric Room 23A KED-1 through KED-3 65 Chrysotile Friable RACM 100 SF

Duct Insulation White G Outside of Bldg G 
by Connector 24A ODI-1 through ODI-3 65 Chrysotile Friable RACM 30 SF

Roof Material Black B Roof Center, South 
East 28A BR-1 & BR-2 15 Chrysotile NonFriable CAT I 4,818 SF

Roof Material Black C Roof Center 29A CR-1 & CR-2 5 Chrysotile NonFriable CAT I 6,287 SF
Roof Material Black E Roof Near Wall, Center 31A ER-1 & ER-2 15 Chrysotile NonFriable CAT I 5,739 SF
Roof Material Black G Roof Near Bldg F Wall 33A GR-1 & GR-2 5 Chrysotile NonFriable CAT I 8,250 SF

Roof Flashing Material Gray, Black D Outside Bldg 
Roof Flash 37A DRF-1A & DRF-2A 10 Chrysotile NonFriable CAT I 75 SF

Roof Shingles Gray, Black E Outbuilding on 
Bldg E 38A ER-1A & ER-2A 10 Chrysotile NonFriable CAT I 100 SF

Roof Flashing Material Silver, K Roof Flashing on Roof 40A KRF-1 & KRF-2 2 Chrysotile NonFriable CAT I 800 SF

Roof Material Black K Connecting Roof 
b/w Bldgs 41A KRA-1 & KRA-2 10 Chrysotile NonFriable CAT I 800 SF

Insulation Jacket Beige, Tan E Near Cat Walk of 
building F 43A EI-1 through EI-3 2 Chrysotile Friable RACM 160 LF

Joint Compound with associated 
Drywall OffWhite H 2 basement front 

right side room 7A HD-1 & HD-2 2 Chrysotile Friable RACM 400 SF

Drywall OffWhite H 1
security guard 

room Back Side 
Facing Bldg K

7A HD-3 & HD-4 Friable RACM 450 SF

Pipe Elbow OffWhite H basement area 
hallway 44A HE-1 35 Chrysotile Friable RACM 20 elbows

Elevator Brakes NonFriable CAT I 7 Elevators
Roof Material H, J, L Roof NonFriable CAT I 4,782 SF

SF: Square Feet
LF: Linear Feet

See Attachment 4 for Building Locations

SAMPLE DESCRIPTION

Sample Not Analyzed

% ASBESTOS
CONTENT

FRIABLE/ 
NONFRIABLE

Not Sampled, Assumed
Not Sampled, Assumed

Throughout Property

TYPE
ACM

QUANTITY
(APPROXIMATE)

TABLE II 
ASBESTOS INVENTORY

FORMER PERRY & DERRICK FACILITY
2511 HIGHLAND AVENUE, CINCINNATI, HAMILTON COUNTY, OHIO

SAMPLE HOMOGENEOUS
AREA #

SAMPLE
ID

340 008 17 Asbestos Report (2016) 5 of 5









Gerry Stoker 
City of Norwood 
October 16, 2015 
Page 2 

Project No 340.008.17 

be left in-place during demolition as long as these materials are not compacted with tracked 

equipment and are not rendered friable. 

During the survey, the samples were collected utilizing sampling methods outlined in current 

EPA Guidance Documents.  Each sample was collected and placed in a clean, sealable container 

and labeled with a unique sample identification number.  Pertinent information was recorded on 

a Bulk Sample Log Sheet, including sample identification number, date of inspection, name of 

inspector, building name, a brief description and location of the sample, and the type of material 

sampled (e.g., thermal insulation, fireproofing, acoustical plaster).  The samples were submitted 

to an analytical laboratory and analyzed for asbestos content by polarized-light microscopy 

(PLM) and dispersion staining (Method Reference: EPA-600/R-93/116).  This analytical method, 

which the EPA currently recommends for the determination of asbestos in bulk samples of 

suspect materials, can be used for qualitative identification of six morphologically different types 

of asbestos fibers: chrysotile, amosite, crocidolite, anthophyllite, tremolite, and actinolite 

asbestos. 

The method specifies that the asbestos content in a bulk sample shall be estimated and reported 

as a finite percentage (rounded to the nearest percentage) within the range of 0 to 100.  The result 

of the bulk sample analysis is reported in a standard written laboratory report.  This report 

includes the client's name, the project number, the laboratory identification number, the sample 

number assigned to the bulk sample upon receipt at the laboratory, and the field number assigned 

to the bulk sample upon collection on site.  If the bulk sample contains more than one distinct 

layer of material, each layer is analyzed separately. The results of the sample analyses can be 

found on the laboratory report provided in Attachment 2 and are summarized in Table I. 

SRW collected bulk samples from piping systems, spray on thermal insulation, wall systems, 

window systems, floor systems, thermal systems, ceiling systems, and roofing material.  

Locations, types, quantities and other information related to the ACM that may be disturbed by 

demolition activities are summarized in Table I of this report.  If any of these materials will be 
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affected by the demolition activities then these materials must be removed by a licensed Ohio 

asbestos abatement contractor.  Based on the test results, pipe wrap and piping system insulation 

are required to be abated prior to demolition. 

Prior to demolition activities, there are other environmental related items that should be 

addressed such as paint cans ranging from pint to 5-gallon containers, suspect PCB light ballasts, 

mercury bulbs, lead acid batteries, mercury thermostats, and miscellaneous containers of oil and 

solvent.  Quantities of these items can be found in Table II of this report. 

SRW made every effort to locate suspect ACM that may be concealed; however, suspect ACM 

which may be located behind hard walled chases, under flooring or sub-flooring, behind building 

contents, etc., and were not assessed or quantified.  If through demolition suspect materials are 

discovered; they should be documented and handled accordingly. 

Samples of paint were collected from several of the property buildings and submitted for 

laboratory analysis.  The sample results can be found on the laboratory report provided in 

Attachment 4 and are summarized in Table III. 

Eight of the 13 paint chip samples collected from the building contained lead in excess of 5,000 

mg/kg by dry weight of lead (P2 – 48,000 mg//kg, P3 – 36,000 mg/kg, P4 – 15,000 mg/kg, P5 – 

40,000 mg/kg, P8 – 27,000 mg/kg, P10 – 150,000 mg/kg, P11 – 38,000 mg/kg, and P13-100,000 

mg/kg.) Laboratory analytical results indicated that samples P10 and P11 could have a possible 

matrix interference, some other component that is contributing to the elevated results.  Paint 

having in excess of 5,000 mg/kg by dry weight of lead is considered, by definition, lead-based 

paint.  The remaining five samples are not considered lead-based paint as results range from less 

than 63 mg/kg to 3,500 mg/kg, below the definition of lead-based paint.  
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This report is prepared to assist the City of Norwood construction managers and asbestos and 

lead abatement contractors in locating ACM and lead paint that will be affected by demolition 

activities.  This report is not intended as a bidding document or project specifications.  

Please do not hesitate to contact me at (513) 576-0009 or LWelsh@srwenvironmental.com if you 

have any questions regarding the content of this report. 

Sincerely, 
SRW ENVIRONMENTAL SERVICES, INC. 

Laura Welsh 
Project Geologist 

Attachments 
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION  

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

Could not access to collect samples 1 HA-1 No Samples collected Nonfriable
Sliding Fire Doors

Silver/White/Black Insulation Building G 2 HA-2A None Detected Friable
(Piping System) First Floor

White Fibrous Material Building J 2 HA-2B 80% Chrysotile Friable
(Piping System - 324 Linear Feet) Second Floor

White Fibrous Material Building K 2 HA-2C 80% Chrysotile Friable
(Piping System) First Floor
Mudded fittings Building J 3 HA-3A 40% Chrysotile Friable
(Piping System) Second Floor
Mudded fittings Building J 3  HA-3B
(Piping System) Second Floor

White Wrap Building G 4 HA-4A 50% Chrysotile Friable
(Piping System - 610 Linear Feet) First Floor

Black/Gray wrap - layer 1 Building E 4 HA-4B None Detected Friable
(Piping System) First Floor

White/gray wrap - layer 2 Building E 4 HA-4B 25% Chrysotile Friable
(Piping System) First Floor

White wrap Building C 4 HA-4C 70% Chrysotile Friable
(Piping System) First Floor
Mudded fittings Building G 5 HA-5A 50% Chrysotile Friable
(Piping System) First Floor

Silver/White pipe wrap Building G 6 HA-6A 60% Chrysotile Friable
(Piping System - 605 Linear Feet) First Floor

Silver/White pipe wrap Building E 6 HA-6B None Detected Friable
(Piping System) First Floor

White fibrous pipe wrap Building C 6 HA-6C 80% Chrysotile Friable
(Piping System) Second Floor
Mudded fittings Building G 7 HA-7A 60% Chrysotile Friable
(Piping System) First Floor
Mudded fittings Building E 7 HA-7B 60% Chrysotile Friable
(Piping System) First Floor

White/Tan pipe wrap - layer 1 Building E 8 HA-8A 40% Chrysotile Friable
(Piping System - 1,061 Linear Feet) First Floor

Gray fibrous pipe wrap - layer 2 Building E 8 HA-8A *1.1% Chrysotile Friable
(Piping System) First Floor

White/Black pipe wrap - layer 1 Building E 8 HA-8B None Detected Friable
(Piping System) First Floor

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

Sample not analyzed
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION  

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

Gray fibrous pipe wrap -layer 2 Building E 8 HA-8B None Detected Friable
(Piping System) First Floor

White/Black pipe wrap - layer 1 Building E 8 HA-8C None Detected Friable
(Piping System) First Floor

Gray fibrous pipe wrap Building E 8 HA-8C None Detected Friable
(Piping System) First Floor

White fibrous pipe wrap Building E 9  HA-9A 60% Chrysotile Friable
(Piping System - 708 Linear Feet) First Floor

White fibrous pipe wrap Building C 9 HA-9B 80% Chrysotile Friable
(Piping System)

White fibrous pipe wrap Building C 9 HA-9C 80% Chrysotile Friable
(Piping System)

Mudded fittings Building E 10 HA-10A 80% Chrysotile Friable
(Piping System) First Floor
Mudded fittings Building K 10 HA-10B 50% Chrysotile Friable
(Piping System) First Floor

White/Off-White pipe wrap Building E 11 HA-11A 60% Chrysotile Friable
(Piping System - 46 Linear Feet) First Floor

White fibrous pipe wrap Building E 11 HA-11B 60% Chrysotile Friable
(Piping System) First Floor

White fibrous pipe wrap Building K 11 HA-11C 80% Chrysotile Friable
(Piping System) First Floor

No access to Sample 12 No Samples

Gray/Brown Fibrous Building E 13 HA-13A None Detected Friable
(Thermal Insulation) First Floor

Brown Fibrous Material Building E 13 HA-13B None Detected Friable
(Spray-on Thermal Insulation) First Floor

Brown Fibrous Material Building E 13 HA-13C None Detected Friable
(Spray-on Thermal Insulation) First Floor

Brown Fibrous Material Building E 13 HA-13D None Detected Friable
(Spray-on Thermal Insulation) First Floor

Brown Fibrous Building E 13 HA-13E None Detected Friable
(Spray-on Thermal Insulation) (powder room)

Gray Plaster Building E 14 HA-14A None Detected Nonfriable
(Wall System ) (stairwell)

Gray Plaster Building C 14 HA-14B None Detected Nonfriable
(Wall System) Second Floor Stairwell
Gray Plaster Building C 14 HA-14C None Detected Nonfriable

(Wall System) First Floor Stairwell
Gray Plaster Building C 14 HA-14D None Detected Nonfriable

(Wall System) Second Floor Stairwell
Gray Plaster Building C 14 HA-14E None Detected Nonfriable

(Wall System) First Floor Stairwell
Off-White Glazing Building E 15 HA-15A *0.75% Chrysotile Friable

(Window System - 94 square feet) Second Floor
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION                     

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

Tan Glazing Building E 15 HA-15B Trace Chrysotile Friable
(Window pane) First Floor

Off-White Glazing - layer 1 Building D 15 HA-15C *0.5% Chrysotile Friable
(Window System) First Floor

Black Fibrous - layer 2 Building D 15 HA-15C None Detected Friable
(Window System) First Floor

Tan Glazing - layer 1 Building D 15 HA-15D *1.0% Chrysotile Friable
(Window System) Second Floor

Gray Mastic Building D 15 HA-15D None Detected Friable
(Window System) Second Floor

Light Blue Glazing - layer 1 Building D 15 HA-15E Trace Chrysotile Friable
(Window System) Second Floor
Black Tar - layer 2 Building D 15 HA-15E None Detected Friable
(Window System) Second Floor
Off-White Glazing Building E 16 HA-16A *0.5% Chrysotile Friable

(Window System - 55 square feet) Second Floor
White Insulation Building E 17 HA-17A 60% Chrystotile Friable

(Piping System 400 Linear Feet) Second Floor
White Insulation Building A 17 HA-17B 60% Chrysotile Friable
(Piping System) First Floor
White Insulation Exterior Between 17 HA-17C 60% Chrysotile Friable
(Piping System) Bldg E and K - 2nd floor

Tan Glazing Building G 18 HA-18A None Detected Friable
(Window System  570 square feet) Second Floor

Off-White Glazing Building G 18 HA-18B *0.5% Chrysotile Friable
(Window pane) Second Floor

Off-White Glazing Building G 18 HA-18C *0.75% Chrysotile Friable
(Window pane) Second Floor
White Insulation Building G 19 HA-19A 60% Chrysotile Friable

(Piping System - 18 Linear Feet) Second Floor
White Insulation/Wrap Building E 19 HA-19B 70% Chrysotile Friable

(Piping System) Second Floor
White Insulation Building E 19 HA-19C 60% Chrysotile Friable
(Piping System) Second Floor
Off-White Wrap Building E 20 HA-20A None Detected Nonfriable
(Piping System) Second Floor
Off-White Wrap Building E 20 HA-20B None Detected Nonfriable
(Piping System) Second Floor

Tan Woven Fibers - layer 1 Building G 20 HA-20C None Detected Nonfriable
(Piping System) Second Floor

White Insulation - layer 2 Building G 20 HA-20C 60% Chrysotile Nonfriable
(Piping System - 18 Linear Feet) Second Floor

Tan/Gray Glazing Building C 21 HA-21A None Detected Friable
(Window pane) Second Floor

Off-White Glazing Building C 21 HA-21B *0.5% Chrysotile Friable
(Window pane - 272 square feet) Second Floor

Tan Glazing Building K 21 HA-21C *0.5% Chrysotile Friable
(Window pane) Third Floor
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION  

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

White Insulation/Mudded Fittings Building C 22 HA-22A 60% Chrysotile Friable
(Piping System) First Floor
White Insulation Building C 22 HA-22B 60% Chrysotile Friable
(Piping System) First Floor
Off White Wrap Building K 23 HA-23A 70% Chrysotile Friable

(Exterior Vent - 150 square feet) Exterior Third Floor
Off-White Wrap  Building K 23 HA-23B 70% Chrysotile Friable
(Exterior Vent) Exterior Third Floor
Off-White Wrap Building K 23 HA-23C 70% Chrysotile Friable
(Exterior Vent) Exterior Third Floor

White Joint Compound - layer 1 Building K 24 HA-24A *2.4% Chrysotile Nonfriable
(Wallboard System - 4,407 square feet) Stairwell

White Woven Fibers Building K 24 HA-24A None Detected Nonfriable
(Wallboard System) Stairwell

Light Tan Sheetrock - layer 1 Building K 24 HA-24B None Detected Nonfriable
(Wallboard System) Stairwell

White Joint Compound - layer 2 Building K 24 HA-24B None Detected Nonfriable
(Wallboard System) Stairwell

Light Tan Sheetrock - layer 1 Building K 24 HA-24C None Detected Nonfriable
(Wallboard System) Third Floor

Off-White Paint- layer 2 Building K 24 HA-24C None Detected Nonfriable
(Wallboard System) Third Floor

Light Tan Sheetrock - layer 1 Building K 24 HA-24D None Detected Nonfriable
(Wallboard System) Third Floor
Blue Paint - layer 2 Building K 24 HA-24D None Detected Nonfriable
(Wallboard System) Third Floor
Light Tan Sheetrock Building K 24 HA-24E None Detected Nonfriable
(Wallboard System) Third Floor

Light Tan Sheetrock - layer 1 Building K 24 HA-24FD None Detected Nonfriable
(Wallboard System) Third Floor
White Paint - layer 2 Building K 24 HA-24FD None Detected Nonfriable
(Wallboard System) Third Floor

Gray Insulation Building K 25 HA-25A 40% Chrysotile Nonfriable
(Thermal backing - 35 square feet) Third Floor
Light Tan Floor Tile (9x9) - layer 1 Building K 26 HA-26A None Detected Friable

(Flooring System) Third Floor
Tan Mastic - layer 2 Building K 26 HA-26A *0.25% Chrysotile Friable

(Flooring System - 145 square feet) Third Floor
Gray Floor Tile (9X9) - layer 1 Building K 26 HA-26FD None Detected Friable

(Flooring System) Third Floor
Tan Mastic - layer 2 Building K 26 HA-26FD *0.25% Chrysotile Friable
(Flooring System) Third Floor

Gray Glazing Building C 27 HA-27A Trace Chrysotile Friable
(Window pane) First Floor
White Insulation Building G 28 HA-28A 60% Chrysotile Friable

(Piping System - 156 Linear Feet) First Floor
White Insulation Building G 28 HA-28B 55% Chrysotile Friable
(Piping System) First Floor
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION  

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

White Insulation Building G 28 HA-28C 65% Chrysotile Friable
(Piping System) First Floor

Mudded Fittings - layer 1 Building G 29 HA-29A Trace Chrysotile Friable
(Piping System) First Floor

Off White Wrap - layer 2 Building G 29 HA-29A None Detected Friable
(Piping System) First Floor
Black Insulation Building D 30 HA-30A None Detected Friable
(Piping System) First Floor

Brown Insulation Building D 30 HA-30B None Detected Friable
(Piping System) First Floor
Black Insulation Building D 30 HA-30C 15% Chrysotile Friable

(Piping System - 36 Linear Feet) First Floor
Painted over concrete 31 No Samples collected

Tan Insulation Building J 32 HA-32A *2.1% Chrysotile Friable
(Piping System - 15 Linear Feet) First Floor

Tan Insulation Building J 32 HA-32B *1.8% Chrysotile Friable
(Piping System) First Floor
Tan Insulation Building J 32 HA-32C *8.7% Chrysotile Friable

(Piping System) First Floor
White Insulation Building J 33 HA-33A 40% Chrysotile Friable

(Piping System - 51 Linear Feet) Second Floor
White Insulation Building K 33 HA-33B 40% Chrysotile Friable
(Piping System) First Floor
White Insulation Building K 33 HA-33C 40% Chrysotile Friable
(Piping System) First Floor

Metal 34 No Samples

White Insulation Building K 35 HA-35A 45% Chrysotile Friable
(Piping System - 18 Linear Feet) First Floor

White Insulation Building K 35 HA-35B 45% Chrysotile Friable
(Piping System) First Floor
White Insulation Building K 35 HA-35C 45% Chrysotile Friable
(Piping System) First Floor
Mudded Fittings Building K 36 HA-36A 60% Chrysotile Friable
(Piping System) First Floor

Tan/Gray Floor Tile (12x12) - layer 1 Building K 37 HA-37A None Detected Nonfriable
(Flooring System) First Floor

Light Tan Floor Tile - layer 2 Building K 37 HA-37A None Detected Nonfriable
(Flooring System) First Floor

Tan Mastic - layer 3 Building K 37 HA-37A None Detected Nonfriable
(Flooring System) First Floor

Tan/Gray Floor Tile (12x12) - layer 1 Building K 37 HA-37FD None Detected Nonfriable
(Flooring System) First Floor

Light Tan Floor Tile - layer 2 Building K 37 HA-37FD None Detected Nonfriable
(Flooring System) First Floor

Tan Mastic - layer 3 Building K 37 HA-37FD None Detected Nonfriable
(Flooring System) First Floor
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION                     

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

Tan Ceiling Tile (2x4) Building K 38 HA-38A None Detected Friable
(Ceiling System) First Floor
Gray Wall Plaster Building H 39 HA-39A None Detected Nonfriable

(Wall System) Exterior
Dark Gray Plaster - layer 1 Building H 39 HA-39B None Detected Nonfriable

(Wall System) Exterior
Off-White Plaster - layer 2 Building H 39 HA-39B None Detected Nonfriable

(Wall System) Exterior
Dark Gray Plaster - layer 1 Building H 39 HA-39C None Detected Nonfriable

(Wall System) Exterior
Off-White Plaster - layer 2 Building H 39 HA-39C None Deteccted Nonfriable

(Wall System) Exterior
Dark Gray Plaster - layer 1 Building H 39 HA-39D None Detected Nonfriable

(Wall System) Exterior
Off-White Plaster - layer 2 Building H 39 HA-39D None Detected Nonfriable

(Wall System) Exterior
Black Tar - layer 3 Building H 39 HA-39D 10% Chrysotile Nonfriable

(Wall System - 2,340 square feet) Exterior
Dark Gray Plaster - layer 1 Building H 39 HA-39E None Detected Nonfriable

(Wall System) Exterior
Off-White Plaster - layer 2 Building H 39 HA-39E None Detected Nonfriable

(Wall System) Exterior
Off-White Glazing Building H 40 HA-40A *1.7% Chrysotile Friable

(window pane - 41.5 square feet) First Floor
Tan Glazing Building H 40 HA-40B None Detected Friable

(window pane) First Floor
Black Mastic Building H 41 HA-41A None Detected Nonfriable

(miscellaneous) First Floor
Black Mastic Building H 41 HA-41B None Detected Nonfriable

(miscellaneous) First Floor
Black Mastic Building H 41 HA-41C Trace Chrysotile Nonfriable

(miscellaneous) Second Floor
Black Mastic Building H 41 HA-41D None Detected Nonfriable

(miscellaneous) Second Floor
Black  Mastic Building H 41 HA-41E None Detected Nonfriable

(miscellaneous) Second Floor
Black Mastic Building H 41 HA-41FD None Detected Nonfriable

(miscellaneous) Second Floor
Gray Plaster - layer 1 Building H 42 HA-42A None Detected Nonfriable

(Ceiling System) First Floor
Off-White Plaster - layer 2 Building H 42 HA-42A None Detected Nonfriable

(Ceiling System) First Floor
Gray Plaster - layer 1 Building H 42 HA-42B None Detected Nonfriable

(Ceiling System) First Floor
Off-White Plaster - layer 2 Building H 42 HA-42B None Detected Nonfriable

(Ceiling System) First Floor
Gray Plaster - layer 1 Building H 42 HA-42C None Detected Nonfriable

(Ceiling System) First Floor
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION                     

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

Off-White Plaster - layer 2 Building H 42 HA-42C None Detected Nonfriable
(Ceiling System) First Floor

Gray Plaster - layer 1 Building H 42 HA-42D None Detected Nonfriable
(Ceiling System) First Floor

Off-White Plaster - layer 2 Building H 42 HA-42D None Detected Nonfriable
(Ceiling System) First Floor

Gray Plaster Building H 42 HA-42E None Detected Nonfriable
(Ceiling System) First Floor

White Wall Plaster Building H 43 HA-43A None Detected Nonfriable
(Wall System) First Floor

Gray Plaster - layer 1 Building H 43 HA-43B None Detected Nonfriable
(Wall System) First Floor

White Plaster - layer 2 Building H 43 HA-43B None Detected Nonfriable
(Wall System) First Floor

Gray Plaster - layer 1 Building H 43 HA-43C None Detected Nonfriable
(Wall System) Second Floor

White Plaster - layer 2 Building H 43 HA-43C None Detected Nonfriable
(Wall System) Second Floor

Off-White Plaster Building H 43 HA-43D None Detected Nonfriable
(Wall System) Second Floor
Gray Plaster Building H 43 HA-43E None Detected Nonfriable

(Wall System) Second Floor
White Plaster Building H 43 HA-43F None Detected Nonfriable
(Wall System) First Floor

Tan Plaster - layer 1 Building H 43 HA-43G None Detected Nonfriable
(Wall System) Second Floor

White Plaster - layer 2 Building H 43 HA-43G None Detected Nonfriable
(Wall System) Second Floor

Off-White Ceiling Tile (2x2) Building H 44 HA-44A None Detected Nonfriable
(Ceiling System) First Floor

Off-White Ceiling Tile (2x2) Building H 44 HA-44FD None Detected Nonfriable
(Ceiling System) First Floor

Green Floor Tile (9x9) Building H 45 HA-45A *2.1% Chrysotile Nonfriable
(Flooring System - 150 square feet) First Floor

Green Floor Tile (9x9) - layer 1 Building H 45 HA-45FD *1.9% Chrysotile Nonfriable
(Flooring System) First Floor

Black Mastic - layer 2 Building H 45 HA-45FD None Detected Nonfriable
(Flooring System) First Floor

Off-White/Red Ceiling Tile (2x4) Building H 46 HA-46A None Detected Nonfriable
(Ceiling System) Second Floor

Off-White/Red Ceiling Tile (2x4) Building H 46 HA-46B None Detected Nonfriable
(Ceiling System) Second Floor

Off-White/Red Ceiling Tile (2x4) Building H 46 HA-46C None Detected Nonfriable
(Ceiling System) Second Floor

Brown Mastic - layer 1 Building H 47 HA-47A None Detected Nonfriable
(Flooring System) Second Floor

Gray Paper - layer 2 Building H 47 HA-47A None Detected Nonfriable
(Flooring System) Second Floor
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION                     

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

Brown Floor Tile (9x9) - layer 3 Building H 47 HA-47A None Detected Nonfriable
(Flooring System) Second Floor

Gray Floor Tile - layer 4 Building H 47 HA-47A *2.6% Chrysotile Nonfriable
(Flooring System - 57 square feet) Second Floor

Tan Mastic Building H 47 HA-47A Trace Chrysotile Nonfriable
(Flooring System) Second Floor

White/Tan Floor Tile (9x9) - layer 1 Building H 47 HA-47FD *1.8% Chrysotile Nonfriable
(Flooring System) Second Floor

Brown Mastic - layer 2 Building H 47 HA-47FD *2.1% Chrysotile Nonfriable
(Flooring System) Second Floor

Brown Vinyl Sheet Flooring - layer 3 Building H 47 HA-47FD None Detected Nonfriable
(Flooring System) Second Floor

Black Mastic - layer 4 Building H 47 HA-47FD None Detected Nonfriable
(Flooring System) Second Floor

Black Floor Material (9x9) - layer 1 Building H 48 HA-48A None Detected Nonfriable
(Flooring System) Second Floor

Brown Mastic - layer 2 Building H 48 HA-48A None Detected Nonfriable
(Flooring System) Second Floor

Red/Brown Mastic - layer 3 Building H 48 HA-48A None Detected Nonfriable
(Flooring System) Second Floor

Gray Paper - layer 4 Building H 48 HA-48A None Detected Nonfriable
(Flooring System) Second Floor

Red Floor Tile (9x9) - layer 1 Building H 49 HA-49A None Detected Nonfriable
(Flooring System) Second Floor

Brown Mastic - layer 2 Building H 49 HA-49A *1.8% Chrysotile Nonfriable
(Flooring System - 152 square feet) Second Floor

Black Floor Material - layer 3 Building H 49 HA-49A None Detected Nonfriable
(Flooring System) Second Floor

Red/Brown Mastic - layer 4 Building H 49 HA-49A None Detected Nonfriable
(Flooring System) Second Floor

Gray Paper Building H 49 HA-49A None Detected Nonfriable
(Flooring System) Second Floor

White/Gray Tile (1x2) Building H 50 HA-50A None Detected Nonfriable
(Wall System) Second Floor
Gray Tile (1x2) Building H 50 HA-50B None Detected Nonfriable
(Wall System) Second Floor

Tan Floor Mastic - layer 1 Building H 51 HA-51A None Detected Nonfriable
(Flooring System) First Floor

White/Gray Leveling Compound - level 2 Building H 51 HA-51A *3.2% Chrysotile Nonfriable
(Flooring System - 316 square feet) First Floor

Tan Floor Mastic - layer 1 Building H 51 HA-51FD None Detected Nonfriable
(Flooring System) First Floor

White/Gray Leveling Compound - level 2 Building H 51 HA-51FD *2.6 Chrysotile Nonfriable
(Flooring System) First Floor

Mudded Fittings/White Insulation Building G 52 HA-52A 40% Chrysotile Friable
(Piping System) Second Floor
Gray Insulation Exterior Between 53 HA-53A 60% Chrysotile Friable

(Piping System - 32 Linear Feet) Bdg E and K
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TABLE I  

BULK SAMPLE DATA SUMMARY 

FORMER PERRY & DERRICK FACILITY

SAMPLE DESCRIPTION                     

(Material Type)

SAMPLE 

LOCATION

HOMO 

AREA #

SAMPLE 

ID

ASBESTOS 

CONTENT

FRIABLE/ 

NONFRIABLE

The following samples were collected from the vacant Perry & Derrick buildings located at 

2511 Highland Avenue, Norwood, Ohio.

Gray Insulation Exterior Between 53 HA-53B 60% Chrysotile Friable
(Piping System) Bdg E and K
Gray Insulation Exterior Between 53 HA-53C 60% Chrysotile Friable

(Pipe Wrap) Bdg E and K
Black Roof Material Building D 54 HA-54A None Detected Nonfriable

(Roofing) Roof
Gray/Tan Glazing Building B 55 HA-55A None Detected Friable

(window pane) Second Floor
Gray Glazing Building K 56 HA-56A None Detected Friable

(window pane) First Floor
Gray/Off-White Glazing Building K 56 HA-56B *1.6 Chrysotile Friable

(window pane - 539 square feet) First Floor
Red Glazing Building K 56 HA-56C None Detected Friable

(window pane) Second Floor
White/Gray Ceiling Tile (1x1) Building H 57 HA-57A None Detected Friable

(Ceiling System) Second Floor

*Quantified By PLM Point Count Method
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December 16, 2016

SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

CLIENT PROJECT: Perry and Derrick; 340.008.17
CEI LAB CODE: A16-10438

Dear Customer:

Enclosed are asbestos analysis results for PLM Bulk samples received at our laboratory on
December 12, 2016. The samples were analyzed for asbestos using polarizing light
microscopy (PLM) per the EPA 600 Method.

Sample results containing >1% asbestos are considered asbestos-containing materials
(ACMs) per EPA regulatory requirements. The detection limit for the EPA 600 Method is <1%
asbestos by weight as determined by visual estimation.

Thank you for your business and we look forward to continuing good relations. If you have any
questions, please feel free to call our office at 919-481-1413.

730 SE Maynard Road • Cary, NC 27511 • 919.481.1413

Tianbao Bai, Ph.D., CIH
Laboratory Director

Kind Regards,



ASBESTOS ANALYTICAL REPORT
By: Polarized Light Microscopy

Prepared for

SRW Environmental Services

TEL: 866-481-1412
www.ceilabs.com

CLIENT PROJECT:

CEI LAB CODE:

TEST METHOD: EPA 600 / R93 / 116 and EPA 600 / M4-82 / 020

REPORT DATE:

TOTAL SAMPLES ANALYZED:

# SAMPLES >1% ASBESTOS:

Perry and Derrick; 340.008.17

A16-10438

73

17

12/16/16













ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black
Wire InsulationHW-1

A2281788
20%Heterogeneous

Fibrous
Bound

80%Hair Binder None Detected

Black
Wire InsulationHW-2

A2281789
20%Heterogeneous

Fibrous
Bound

80%Hair Binder None Detected

Black
Flooring FeltHF-1

A2281790
75%Heterogeneous

Fibrous
Bound

25%Cellulose Tar None Detected

Black
Flooring FeltHF-2

A2281791
75%Heterogeneous

Fibrous
Bound

25%Cellulose Tar None Detected

Black
Duct InsulationHDI-1

A2281792
75%Heterogeneous

Fibrous
Bound

25%
<1%

Fiberglass Binder
Non-Fibrous
Debris

None Detected

Black
Duct InsulationHDI-2

A2281793
75%Heterogeneous

Fibrous
Bound

25%
<1%

Fiberglass Binder
Non-Fibrous
Debris

None Detected

Black
Duct InsulationHDI-3

A2281794
75%Heterogeneous

Fibrous
Bound

25%
<1%

Fiberglass Binder
Non-Fibrous
Debris

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Tan,Beige
Vibration GasketHVG-1

A2281795
75%Heterogeneous

Fibrous
Bound

20%
5%

Cellulose Binder
Paint

None Detected

Tan,Beige
Vibration GasketHVG-2

A2281796
75%Heterogeneous

Fibrous
Bound

20%
5%

Cellulose Binder
Paint

None Detected

Yellow,Tan
Carpet MasticHCM-1

A2281797
<1%
<1%

Heterogeneous

Fibrous
Bound

90%
10%
<1%

Cellulose
Synthetic Fiber

Mastic
Binder
Non-Fibrous
Debris

None Detected

Yellow,Tan
Carpet MasticHCM-2

A2281798
<1%
<1%

Heterogeneous

Fibrous
Bound

90%
10%
<1%

Cellulose
Synthetic Fiber

Mastic
Binder
Non-Fibrous
Debris

None Detected

Brown
Stairwell TreadHSTM-1

A2281799
3%Heterogeneous

Fibrous
Bound

85%
10%

Cellulose Vinyl
Binder

2% Chrysotile

Sample Not Analyzed
per COC

HSTM-2
A2281800

Black
Floor TileHBRNFT-1

A2281801A
<1%Heterogeneous

Fibrous
Bound

77%
10%
10%

Cellulose Vinyl
Binder
Silicates

3% Chrysotile

Black
Mastic

A2281801B
<1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None DetectedLayer 1
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Brown
Felt Paper

A2281801B
90%Heterogeneous

Fibrous
Bound

10%
<1%

Cellulose Binder
Non-Fibrous
Debris

None DetectedLayer 2

Sample Not Analyzed
per COC

HBRNFT-2
A2281802A

Black
Mastic

A2281802B
<1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None DetectedLayer 1

Brown
Felt Paper

A2281802B
90%Heterogeneous

Fibrous
Bound

10%
<1%

Cellulose Binder
Non-Fibrous
Debris

None DetectedLayer 2

Brown
FlooringA2281802C 25%Heterogeneous

Fibrous
Bound

50%
25%

Cellulose Vinyl
Binder

None Detected

Tan
Puck MasticHPM-1

A2281803
5%Heterogeneous

Fibrous
Bound

85%
10%

Cellulose Mastic
Binder

None Detected

Tan
Puck MasticHPM-2

A2281804
5%Heterogeneous

Fibrous
Bound

85%
10%

Cellulose Mastic
Binder

None Detected

Tan
Ceiling TileHCT-1

A2281805
95%Heterogeneous

Fibrous
Bound

5%
<1%

Cellulose Binder
Paint

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Tan
Ceiling TileHCT-2

A2281806
95%Heterogeneous

Fibrous
Bound

5%
<1%

Cellulose Binder
Paint

None Detected

Gray
CovebaseHCB-1

A2281807A
<1%Heterogeneous

Fibrous
Bound

90%
10%

Cellulose Vinyl
Binder

None Detected

Beige
MasticA2281807B <1%Heterogeneous

Fibrous
Bound

90%
10%
<1%

Cellulose Mastic
Binder
Non-Fibrous
Debris

None Detected

Gray
CovebaseHCB-2

A2281808A
<1%Heterogeneous

Fibrous
Bound

90%
10%

Cellulose Vinyl
Binder

None Detected

Beige
MasticA2281808B <1%Heterogeneous

Fibrous
Bound

90%
10%
<1%

Cellulose Mastic
Binder
Non-Fibrous
Debris

None Detected

Off-white
InsulationHI-1

A2281809
10%Heterogeneous

Fibrous
Bound

25%Cellulose Binder 65% Chrysotile

Sample Not Analyzed
per COC

HI-2
A2281810

Sample Not Analyzed
per COC

HI-3
A2281811
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Gray
Floor Tile3KFT-1

A2281812A
<1%Heterogeneous

Fibrous
Bound

85%
10%
5%

Cellulose Vinyl
Binder
Silicates

None Detected

Tan
MasticA2281812B <1%Heterogeneous

Fibrous
Bound

90%
10%
<1%

Cellulose Mastic
Binder
Non-Fibrous
Debris

None Detected

Gray
Floor Tile3KFT-2

A2281813A
<1%Heterogeneous

Fibrous
Bound

85%
10%
5%

Cellulose Vinyl
Binder
Silicates

None Detected

Tan
MasticA2281813B <1%Heterogeneous

Fibrous
Bound

90%
10%
<1%

Cellulose Mastic
Binder
Non-Fibrous
Debris

None Detected

Brown
Floor TileKBFT-1

A2281814A
<1%Heterogeneous

Fibrous
Bound

80%
10%
10%

Cellulose Vinyl
Binder
Silicates

None Detected

Clear
MasticA2281814B <1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None Detected

Beige
Floor TileA2281814C <1%Heterogeneous

Fibrous
Bound

80%
10%
10%

Cellulose Vinyl
Binder
Silicates

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black
MasticA2281814D <1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None Detected

Brown
Floor TileKBFT-2

A2281815A
<1%Heterogeneous

Fibrous
Bound

80%
10%
10%

Cellulose Vinyl
Binder
Silicates

None Detected

Clear
MasticA2281815B <1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None Detected

Beige
Floor TileA2281815C <1%Heterogeneous

Fibrous
Bound

80%
10%
10%

Cellulose Vinyl
Binder
Silicates

None Detected

Black
MasticA2281815D <1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None Detected

White
Ceiling TileKCT-1

A2281816
60%
15%

Heterogeneous

Fibrous
Bound

5%
15%
5%

Cellulose
Fiberglass

Binder
Perlite
Paint

None Detected

White
Ceiling TileKCT-2

A2281817
60%
15%

Heterogeneous

Fibrous
Bound

5%
15%
5%

Cellulose
Fiberglass

Binder
Perlite
Paint

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Gray,Brown
Window GlazingAWG-1

A2281818
<1%Heterogeneous

Fibrous
Bound

85%
10%
5%

Cellulose Calc Carb
Binder
Paint

None Detected

Gray,Brown
Window GlazingAWG-2

A2281819
<1%Heterogeneous

Fibrous
Bound

85%
10%
5%

Cellulose Calc Carb
Binder
Paint

None Detected

Gray
TransiteAT-1

A2281820
Heterogeneous

Fibrous
Tightly Bound

75%
10%
<1%

Binder
Silicates
Paint

10%
5%

Chrysotile
Crocidolite

Sample Not Analyzed
per COC

AT-2
A2281821

White,Beige
DrywallBD-1

A2281822
15%Heterogeneous

Fibrous
Bound

75%
10%
<1%

Cellulose Gypsum
Silicates
Paint

None Detected

White
BD-2

A2281823

15%Heterogeneous

Fibrous
Bound

75%
10%

Cellulose Gypsum
Silicates

None Detected
Layer 1

Drywall

Off-white
Joint Compound

A2281823
5%
<1%

Heterogeneous

Fibrous
Bound

80%
10%
5%

Fiberglass
Cellulose

Calc Carb
Binder
Paint

None DetectedLayer 2

Black
CovebaseBCB-1

A2281824A
<1%Heterogeneous

Fibrous
Bound

90%
10%

Cellulose Vinyl
Binder

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Tan
MasticA2281824B <1%

<1%
Heterogeneous

Fibrous
Bound

90%
10%

Cellulose
Talc

Mastic
Binder

None Detected

Black
CovebaseBCB-2

A2281825A
<1%Heterogeneous

Fibrous
Bound

90%
10%

Cellulose Vinyl
Binder

None Detected

Tan
MasticA2281825B <1%

<1%
Heterogeneous

Fibrous
Bound

90%
10%

Cellulose
Talc

Mastic
Binder

None Detected

Off-white
Floor TileBFT-1

A2281826A
<1%Heterogeneous

Fibrous
Bound

80%
10%
10%

Cellulose Vinyl
Binder
Silicates

None Detected

Black
MasticA2281826B <1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None Detected

Off-white
Floor TileBFT-2

A2281827A
<1%Heterogeneous

Fibrous
Bound

80%
10%
10%

Cellulose Vinyl
Binder
Silicates

None Detected

Black
MasticA2281827B <1%Heterogeneous

Fibrous
Bound

100%
<1%

Cellulose Mastic
Non-Fibrous
Debris

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black,Tan
Rope GasketEG-1

A2281828
85%Heterogeneous

Fibrous
Bound

15%Cellulose Tar None Detected

Black,Tan
Rope GasketEG-2

A2281829
85%Heterogeneous

Fibrous
Bound

15%Cellulose Tar None Detected

White
Duct InsulationKED-1

A2281830
10%Heterogeneous

Fibrous
Bound

25%Cellulose Binder 65% Chrysotile

Sample Not Analyzed
per COC

KED-2
A2281831

Sample Not Analyzed
per COC

KED-3
A2281832

White
Duct InsulationODI-1

A2281833
10%Heterogeneous

Fibrous
Bound

25%Cellulose Binder 65% Chrysotile

Sample Not Analyzed
per COC

ODI-2
A2281834

Sample Not Analyzed
per COC

ODI-3
A2281835

Red
Window GlazingCAG-1

A2281836
<1%Heterogeneous

Fibrous
Bound

85%
10%
5%

Cellulose Calc Carb
Binder
Paint

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Red
Window GlazingCAG-2

A2281837
<1%Heterogeneous

Fibrous
Bound

85%
10%
5%

Cellulose Calc Carb
Binder
Paint

None Detected

Gray
Flooring MaterialCFM-1

A2281838
<1%
<1%

Heterogeneous

Fibrous
Bound

85%
15%
<1%

Cellulose
Talc

Binder
Silicates
Non-Fibrous
Debris

None Detected

Gray
Flooring MaterialCFM-2

A2281839
<1%
<1%

Heterogeneous

Fibrous
Bound

85%
15%
<1%

Cellulose
Talc

Binder
Silicates
Non-Fibrous
Debris

None Detected

Black
Roofing MaterialBR-1

A2281840
5%Heterogeneous

Fibrous
Bound

70%
10%

Cellulose Tar
Silicates

15% Chrysotile

Sample Not Analyzed
per COC

BR-2
A2281841

Black
CR-1

A2281842

15%
20%

Heterogeneous

Fibrous
Bound

60%
5%

Fiberglass
Cellulose

Tar
Silicates

None Detected
Layer 1

Roofing Material

Black
Roofing Material

A2281842
25%Heterogeneous

Fibrous
Bound

65%
5%

Cellulose Tar
Silicates

5% ChrysotileLayer 2

Sample Not Analyzed
per COC

CR-2
A2281843
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black
Roofing MaterialDR-1

A2281844
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
Roofing MaterialDR-2

A2281845
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
ER-1

A2281846

25%Heterogeneous

Fibrous
Bound

70%
5%

Fiberglass Tar
Silicates

None Detected
Layer 1

Roofing Material

Black
Roofing Material

A2281846
5%Heterogeneous

Fibrous
Bound

70%
10%

Cellulose Tar
Silicates

15% ChrysotileLayer 2

Sample Not Analyzed
per COC

ER-2
A2281847

Black
Roofing MaterialFR-1

A2281848
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
Roofing MaterialFR-2

A2281849
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
GR-1

A2281850

15%
15%

Heterogeneous

Fibrous
Bound

65%
5%

Cellulose
Fiberglass

Tar
Silicates

None Detected
Layer 1

Roofing Material
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black
Roofing Material

A2281850
20%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

5% ChrysotileLayer 2

Sample Not Analyzed
per COC

GR-2
A2281851

Silver
IR-1

A2281852

5%Heterogeneous

Fibrous
Bound

70%
25%

Cellulose Tar
Paint

None Detected
Layer 1

Roofing Material

Black
Roofing Material

A2281852
15%
15%

Heterogeneous

Fibrous
Bound

65%
5%

Cellulose
Fiberglass

Tar
Silicates

None DetectedLayer 2

Silver
IR-2

A2281853

5%Heterogeneous

Fibrous
Bound

70%
25%

Cellulose Tar
Paint

None Detected
Layer 1

Roofing Material

Black
Roofing Material

A2281853
15%
15%

Heterogeneous

Fibrous
Bound

65%
5%

Cellulose
Fiberglass

Tar
Silicates

None DetectedLayer 2

Black
Roofing MaterialCRA-1

A2281854
25%Heterogeneous

Fibrous
Bound

70%
5%

Fiberglass Tar
Silicates

None Detected

Black
Roofing MaterialCRA-2

A2281855
25%Heterogeneous

Fibrous
Bound

70%
5%

Fiberglass Tar
Silicates

None Detected
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black
Roofing MaterialDR1A

A2281856
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
Roofing MaterialDR2A

A2281857
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Gray
DRF1A

A2281858

5%Heterogeneous

Fibrous
Bound

80%
5%

Cellulose Tar
Silicates

10% Chrysotile
Layer 1

Roofing Material

Black
Roofing Material

A2281858
15%Heterogeneous

Fibrous
Bound

80%
5%

Cellulose Tar
Silicates

None DetectedLayer 2

Sample Not Analyzed
per COC

DRF2A
A2281859

Gray
ER1A

A2281860

5%Heterogeneous

Fibrous
Bound

80%
5%

Cellulose Tar
Silicates

10% Chrysotile
Layer 1

Roofing Material

Black
Roofing Material

A2281860
15%Heterogeneous

Fibrous
Bound

80%
5%

Cellulose Tar
Silicates

None DetectedLayer 2

Sample Not Analyzed
per COC

ER2A
A2281861
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black
Roofing MaterialKR1

A2281862
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
Roofing MaterialKR2

A2281863
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
Roofing MaterialKR3

A2281864
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Black
Roofing MaterialKR4

A2281865
25%Heterogeneous

Fibrous
Bound

70%
5%

Cellulose Tar
Silicates

None Detected

Silver
KRF-1

A2281866

3%Heterogeneous

Fibrous
Bound

70%
25%

Cellulose Tar
Paint

2% Chrysotile
Layer 1

Roofing Material

Black
Roofing Material

A2281866
5%Heterogeneous

Fibrous
Bound

80%
15%

Cellulose Tar
Binder

None DetectedLayer 2

Sample Not Analyzed
per COC

KRF-2
A2281867

Black
KRA-1

A2281868

15%Heterogeneous

Fibrous
Bound

80%
5%

Cellulose Tar
Silicates

None Detected
Layer 1

Roofing Material
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Black
Roofing Material

A2281868
10%Heterogeneous

Fibrous
Bound

75%
5%

Cellulose Tar
Silicates

10% ChrysotileLayer 2

Sample Not Analyzed
per COC

KRA-2
A2281869

Off-white,Black
Roofing MaterialKRF-A1

A2281870
15%Heterogeneous

Fibrous
Bound

70%
10%
5%

Cellulose Tar
Binder
Paint

None Detected

Off-white,Black
Roofing MaterialKRF-A2

A2281871
15%Heterogeneous

Fibrous
Bound

70%
10%
5%

Cellulose Tar
Binder
Paint

None Detected

Beige,Tan
InsulationEI-1

A2281872
73%Heterogeneous

Fibrous
Bound

20%
5%

Cellulose Binder
Paint

2% Chrysotile

Sample Not Analyzed
per COC

EI-2
A2281873

Sample Not Analyzed
per COC

EI-3
A2281874

Off-white
HD-1

A2283468

15%Heterogeneous

Fibrous
Bound

75%
10%

Cellulose Gypsum
Silicates

None Detected
Layer 1

Drywall

Beige
Joint Compound

A2283468
<1%Heterogeneous

Fibrous
Bound

85%
10%
3%

Cellulose Calc Carb
Binder
Paint

2% ChrysotileLayer 2
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ASBESTOS BULK ANALYSIS
By: POLARIZING LIGHT MICROSCOPY

CEI Lab Code: A16-10438
Date Received: 12-12-16
Date Analyzed: 12-16-16
Date Reported: 12-16-16

Client ID
Lab ID

Lab
Attributes

Lab
Description

ASBESTOS
%

ASBESTOS BULK PLM, EPA 600 METHOD
NON-ASBESTOS COMPONENTS

Non-Fibrous

Client: SRW Environmental Services
320 S. Wayne Avenue
Cincinnati, OH 45215

Project:  Perry and Derrick; 340.008.17

Fibrous

Sample Not Analyzed
per COC

HD-2
A2283469

Sample Not Analyzed
per COC

HD-3
A2283470

Sample Not Analyzed
per COC

HD-4
A2283471

Black
Roofing MaterialAR-1

A2283472
10%Heterogeneous

Fibrous
Bound

70%
10%
10%

Cellulose Tar
Foam
Gravel

None Detected

Black
Roofing MaterialAR-2

A2283473
10%Heterogeneous

Fibrous
Bound

70%
10%
10%

Cellulose Tar
Foam
Gravel

None Detected

Off-white
Pipe Elbow WrapHE-1

A2283474
5%Heterogeneous

Fibrous
Loosely Bound

60%
<1%

Cellulose Binder
Paint

35% Chrysotile
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LEGEND: Non-Anth = Non-Asbestiform Anthophyllite
Non-Trem = Non-Asbestiform Tremolite
Calc Carb = Calcium Carbonate

METHOD: EPA 600 / R93 / 116 and EPA 600 / M4-82 / 020

LIMIT OF DETECTION: <1% by visual estimation

REGULATORY LIMIT: >1% by weight

Due to the limitations of the EPA 600 method, nonfriable organically bound materials (NOBs) such as
vinyl floor tiles can be difficult to analyze via polarized light microscopy (PLM). EPA recommends that
all NOBs analyzed by PLM, and found not to contain asbestos, be further analyzed by Transmission
Electron Microscopy (TEM). Please note that PLM analysis of dust and soil samples for asbestos is not
covered under NVLAP accreditation.

This report relates only to the samples tested or analyzed and may not be reproduced, except in full,
without written approval by CEI Labs, Inc. CEI Labs makes no warranty representation regarding the
accuracy of client submitted information in preparing and presenting analytical results. Interpretation of
the analytical results is the sole responsibility of the client. This report may not be used by the client to
claim product endorsement by NVLAP or any other agency of the U.S. Government.
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ANALYST: APPROVED BY:
Tianbao Bai, Ph.D., CIH
Laboratory Director

Daniel Liguori
























































